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Important Updates – Read before constructing the car

Updates to the Serpent 950 kit

	Step
	Remark

	ALL
	Fastener change - 
In all cases where the M4x10 (G19) and M4x12 (G20) screws are listed 


they should be 
replaced with aluminium M4x10 screws. The 10mm 



versions are long enough for all places where used.



	ALL
	The plastic ball joints included in this kit have been made from a new improved stronger material.






	2.3
	The latest servo saver set has been included in this kit. It now features more possibilities to alter the Ackermann as well as an improved saving action.


	3.3
	This kit has been supplied with the latest version of the rear upper and lower wishbones.



	5.3
	This kit now comes with the WOS (Wide Off Set) axles and spacers.




Construction Updates

During the construction of the gearbox you will notice that the product has changed slightly, from the version in the instruction manual. The 2 speed shoes are now made of a new more wear resistant material as well as having 2 holes with 2 small grub screws to allow more consistent gearbox settings and to improve performance. Step 6.15 should be done after Step 6.1. 
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--------------------------------------------------------------------------------------------------------------

For the most up to date instruction information check out the Serpent 950 i-Manual by clicking to www.mytsn.com/serpent950
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Step 6.15





Turn the grub screws (J8) 3 x 3 in equally on both sides so that the shoes are very close to the inside of the 2-speed aluminium bell (#902413), but without actually touching it.





This step shows the aluminum spacer that is now included in your kit to allow you to simply adjust between normal offset of the steering blocks to Wide Off Set (WOS). The step above shows standard offset. To adjust, place the aluminum spacer on the outer side of the bearings.





Step 5.3
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